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Innovating your logistics
for a better world
As the European market leader of reusable industrial plastic packaging
solutions, our daily objective is our customers’ satisfaction. Our teams
all over Europe are focusing not only on standard reusable packaging
but striving to foresee the trends of our main markets; inventing new
solutions to future needs in packaging. Enhancing efficiency of global
supply chains with our 10 product groups offer, our innovation teams
are fully dedicated to design and develop smarter, lighter, faster and
stronger solutions, this is why we say “we are innovating your logistics
for a better world” .
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See our online brochure for more details
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Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
high-quality food grade containers, thanks to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling process (in 4 production sites).
The accredited process, which covers the recycling of food-grade
HDPE and PP crates into new containers for food contact, has been
developed in order to help food processing companies and retailers
to meet increasing stringent sustainability targets. No pollution,
no waste. We take care of all the necessary steps, creating a 100%
sustainable packaging cycle.

Do you
want
to know more ?
12.
Leading in innovation
Please visit our website www.schoellerallibert.com
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Our Rigid Pallet Containers are ideal for heavy-duty distribution
applications and are automation-friendly. They
As the European market leader of reusable industrial plastic packaging
improve space efficiency and optimize truck load.
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4403.100 - 480 L
E Ventilated walls

1200 x 1000 for use
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See our online brochure for more details
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www.schoellerallibert.com
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34.5
734
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A/D/T
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39.5
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Stack depend
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Version

Ext. (mm)
Int. (mm)
Weight (Kg)
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Version

1200 x 1000 x 760
1108 x 908 x 600
36.8
734
450
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A/D/U

Version

4401.600 - 620 L

Washing
Ext. (mm)
1200 x 1000 x 790
Polypropylene trays and containers
can be put through
Int. (mm)
1110 x 910tray
x 610
Weight
(Kg)
45.5
washers in temperatures over +100ºC for short periods 2 min
Stacked height (mm) 760
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(HDPE) trays,
containers,
Unit load (Kg)
500
pallets and bulk boxes can beStack
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load at
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C /with
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+80ºC. Schoeller Allibert products
are compatible
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Chemical resistance: Schoeller Allibert products are resistant to
most chemical agents found in industry. In the event of any doubt,
please consult Schoeller Allibert.

Do you want to know more ?
Please visit our website www.schoellerallibert.com

Rigid Pallet Containers

1200 x 1000 x 760
1108 x 908 x 600
35.3
734
450
4500
C/E/U

www.schoellerallibert.com | webshop.schoellerallibert.com
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1200 x 1000 x 780
1140 x 940 x 615
40.9
760
500
4500
C/E/T

4410.820 - Lid
Ext. (mm)
Weight (Kg)
Version

1212 x 1012 x 79
7.6
W

Compatible with MaxiLog® and 4401 range.

Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
high-quality food grade containers, thanks to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling process (in 4 production sites).
The accredited process, which covers the recycling of food-grade
HDPE and PP crates into new containers for food contact, has been
developed in order to help food processing companies and retailers
to meet increasing stringent sustainability targets. No pollution,
no waste. We take care of all the necessary steps, creating a 100%
sustainable packaging cycle.

Customer story
Initial Situation:
The first UK operator to run a food waste-only anaerobic digestion (AD)
plant has developed a cost-effective and efficient method of waste
processing. Environmentally-conscious, the company ensures that all of its
processes are eco-friendly with recycling at the forefront of its business
objectives. it is vital that the containers are robust enough to perform under
extreme conditions.
Our solution:
4401.300 and lid to the company colours.
Benefits:
• Sturdy and strong the 3 runners allow frequent tipping.
• With a unit load of 500kg and 4500 kg at stacking the Big box is versatile
and adapted to all food processing business types and sizes.
• Heavy duty and long lasting the RPC offers fast return on investment.

www.schoellerallibert.com
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(mm)
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read the following
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Int. (mm)
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and care advice.
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innovative recycling
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For more information, please visit
our website www.schoellerallibert.com

Rigid Pallet Containers
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1. Strengh and maximized volume
for a better world

Versions

05.
EFSA Approved
Recycling

2. Up to 35 liters more than most 1200 x 1200 RPC on the market
A Solid base

B Solid base with
drainage holes

C Ventilated base

D Solid walls

3. Outstanding performance: 4500 kg stack load
As the European market leader of reusable industrial plastic packaging
solutions,
our daily
4.
Customization
& objective
tracking is our customers’ satisfaction. Our teams
all over Europe are focusing not only on standard reusable packaging
but striving to foresee the trends of our main markets; inventing new
1200
x 1200
solutions
to future
needs in packaging. Enhancing efficiency of global
supply chains with our 10 product groups offer, our innovation teams
®
- 820
L - Maximus
1212 and
are fully dedicated to design 4301.200
and develop
smarter,
lighter, faster
New
stronger solutions, this is whyExt.
we (mm)
say “we are innovating
yourxlogistics
1200 x 1200
790
Int. (mm)
1123 x 1123 x 627
for a better world” .

N Solid sliding

door on sides

O Ventilated

door on sides

Weight (Kg)
Stacked height (mm)
Unit load (Kg)
Stack load (Kg)
Version

P Ventilated

door on ends

44.0
764
500
4500
A/D/T

04.

New
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propositions
and
campaigns

Q 4 feet

New
S 9 feet

G 2 open

T 2 skids
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U 3 skids

handholes

handholes

ribbed base

J Reinforced

smooth base

K Integrated

label holder

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height

1200 x 1200 xDesign
790 and
1123 x 1123 x engineering
627
46.5
764

03.
Production and
quality control

4403.333.554
480 L - Big
Box
To ensure that you get the best
use of your- Schoeller
Allibert
UN you
certification
products, we recommend that
read theNumber
following use
4H2/Y511/**/D/BAM/12696-SAS
and care advice.
Ext. (mm)

1260 x 860 x 825

Int. (mm)
1140 x 710 x 610
Loading
Weight (Kg)
51.1
Safe unit and stacked load values depend on the model of
Version
A/D/U
container, type of load, temperature and duration. All Schoeller
With
lid ans
metal tensioners.
With designed
liner.
Allibert
products
have been
to provide many years
of continuous use in a wide range of demanding industrial
44293U0 - 543 L
applications. The FEA (finite element analysis) software developed
Numberproducts that
by our designers means thatUN
wecertification
can manufacture
11H2/ X/**/B/2095/180003/1764/490
are both lighter and stronger than ever before. In the event of any
and 50H/X/**/B/2095/180003/1764/490
doubt concerning the strength or suitability for your application
1200 x 1000 x 795
Ext. (mm)
please consult Schoeller Allibert.
1108 x 908 x 600
Int. (mm)

V 6 skids

New

With lid and straps. With or without liner.

W Solid deck

Used neon light collection

4429.900 - 1096 L
Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height (mm)
Unit load (Kg)
Stack load (Kg)
Version

1200 x 1000 x 1235
1108 x 908 x 1056
54.0
1209
450
750
A/D/U

New

4403.365.554 - 814 L
Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height (mm)
Unit load (Kg)
Stack load (Kg)
Version

Lid included. * Evenly distributed load.

1900 x 800 x 790
1810 x 710 x 610
54.5
760
250
500*
A/D/U

EFSA approval granted to
Schoeller Allibert
for - 620 L - Big Box
4401.750.554
UN certification Number
innovative recycling
50H/Y/**/SAS/BVT36282/1610/447
Ext. (mm)
1200 x 1000 x 825
process
Int. (mm)
Weight (Kg)
Version

Do you want to know more ?
Please visit our website www.schoellerallibert.com

1110 x 910 x 610
45.9
A/D/Q

With lid and straps. Without liner.

1732.305 - 670 L - Big Box
UN certification Number
50H/Z/*/E/SAS /SE-0002/4050/750
Ext. (mm)
Int. (mm)
Weight (Kg)
Version

New

45.0
Weight (Kg)
Temperature
A/D/U
Version
Schoeller
With
lid and Allibert
4 straps. products are designed for use in a wide range of
temperatures. Polypropylene (PP) trays and containers are ideal
8450.305
- 600onLloading
- Big Box
for use between -10ºC to +50ºC
(depending
and use).
UN certification
High density polyethylene (HDPE)
trays andNumber
containers are ideal
50H/Y/**/F/SAS/BVT36281/3526/653
for use between -20ºC to +30ºC
with models serviceable from
50H/Y/**/F/SAS/BVT36281/4066/753
as low as -40ºC up to +40ºCand
(depending
on loading and use). If
1200
x 1000
x 790
Ext.
(mm)
the containers or pallets are expected to perform
under
load
at
1110 x 910 x 620
Int. (mm)
temperatures close to these Weight
parameters,
then
we
recommend
that
41.4
(Kg)
you contact Schoeller AllibertVersion
to discuss your application.
A/D/U

Washing
Polypropylene trays and containers can be put through tray
washers in temperatures over +100ºC for short periods 2 min
on average. High density polyethylene (HDPE) trays, containers,
pallets and bulk boxes can be cleaned at temperatures up to
+80ºC. Schoeller Allibert products are compatible with most
washing and soda based detergents currently in use.
Chemical resistance: Schoeller Allibert products are resistant to
most chemical agents found in industry. In the event of any doubt,
please consult Schoeller Allibert.

Collection of empty pots of paint
I Reinforced

4301.300 - 820 L - Maximus® 02.
1212

See our online brochure for more details
We can adapt the width, length or height of a standard container
www.schoellerallibert.com
to allow fully secured shipment of your awkwardly shaped parts:
we can extend or shorten the sides and ends of the crates, by
cutting and welding and obtain the precise container size that
meets your needs.

R 6 feet

F Ventilated sides
+ solid ends

01.
Logistic cost
saving analysis

Solid base and walls, 3 runners

Cut and weld Special containers for specific waste collection
E Ventilated walls

UN certified Rigid
Pallet Containers
Instructions
for use

Our 360° approach

1200 x 1000 x 790
1110 x 910 x 620
41.4
A/D/U

With lid and straps. Without liner.

2310.750.502 - 680 L - Big Box
UN certification Number
50H/Y/**/SAS/BVT36282/1610/447
Ext. (mm)
Int. (mm)
(Kg)old
Industrial recycling can now Weight
have their
Version

1200 x 1000 x 815
1120 x 920 x 615
45.0
A/D/Q

returnable transit packaging (RTP) recycled into new
to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling process (in 4 production sites).

high-quality
food
grade
With
lid and straps.
With
liner. containers, thanks

The accredited process, which covers the recycling of food-grade
HDPE and PP crates into new containers for food contact, has been
developed in order to help food processing companies and retailers
to meet increasing stringent sustainability targets. No pollution,
no waste. We take care of all the necessary steps, creating a 100%
sustainable packaging cycle.

Customer story

Initial Situation:
Collection and recycling of used batteries and accumulators classified as
hazardous goods in group II and III need very strong bulk boxes, with specific
UN certificate. From collection points to the reprocessing facilities, the big
boxes with lid have to be securely fastened.
Our solution:
Schoeller Allibert 4401.750 with liner, lid and straps, with 400kg net cargo
certificate work seamlessly in the whole supply chain.
Benefits:
• Durable and ensuring 100% safety.
• Long lasting and cost efficient.
• Easy to maintain-skids replacement can be done on site.

X Ventilated
deck

For more information, please visit
our website www.schoellerallibert.com
L Solid drop

Y 4 castor

M Solid drop

Z 2 fixed and

door on 1 side

door on 1 end

www.schoellerallibert.com

wheels

2 castor wheels

4

Rigid Pallet Containers

www.schoellerallibert.com | webshop.schoellerallibert.com
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UN certificated Rigid Pallet Containers
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Foldable
Large
Innovating
yourContainers
logistics | MagnumOur 360° approach
From lightweight to heavy duty, available in 3 standard footprints,
forfoldable
a better
world
our
large containers
have been especially developed for

Versions
A Solid base

B Solid base with
drainage holes

C Ventilated base

D Solid walls

E Ventilated walls

F Ventilated sides
+ solid ends

G 2 open

handholes

long distances and a large number of return trips, maximizing cost
saving and lowering carbon footprint.
As the European market leader of reusable industrial plastic packaging
solutions, our daily objective is our customers’ satisfaction. Our teams
all over Europe are focusing not only on standard reusable packaging
but striving to foresee the trends of our main markets; inventing new
1200
x 1000
solutions
to future
needs in packaging. Enhancing efficiency of global
supply chains with our
10 product groups offer, our innovation teams
Magnum
Optimum®
are fully dedicated to design and develop smarter, lighter, faster and
stronger solutions, this is why we say “we are innovating your logistics
2550.151 - 873 L - Magnum Optimum®
for a better world” .

N Solid sliding

door on sides

O Ventilated

door on sides

Ext. (mm)
Int. (mm)
Weight (Kg)
Folded height (mm)
Stacked height (mm)
Unit load (Kg)
Stack load (Kg)
Dynamic load (Kg)
Version

P Ventilated

door on ends

Q 4 feet

1200 x 1000 x 1000
1140 x 940 x 815
52.0
295
970
750
3200
1600
B/D/K/T

2550.461 - 873 L - Magnum Optimum®

R 6 feet

Ext. (mm)
Int. (mm)
Weight (Kg)
Folded height (mm)
Stacked height (mm)
Unit load (Kg)
Stack load (Kg)
Dynamic load (Kg)
Version

S 9 feet

1200 x 1000 x 1000
1140 x 940 x 815
52.0
295
970
750
3200
1600
B/D/K/L/M/T

05.
EFSA Approved
Recycling

® approval granted to
EFSA
Instructions for
useContainers | OnFlow
Intermediate
Bulk
Schoeller Allibert for
ComboLife
foldable
IBC the
: for best
food, use
pharmaceutical
and nonAllibert
hazardous chemicals
To ensure that
you get
of your Schoeller
liquids and fluids handling and transport, our Foldable IBC provide 100% hygiene and
products, we recommend that you read the following use
recycling
safety. Thank to its unique folding ratio, our IBC offers maximum cost savings innovative
on return
and care advice.
trips.
process
®

01.
Logistic cost
saving analysis

®
Tankgo
Loading, the UN certified IBC for all types of hazardous liquids, up to 1.9 density, 100%
plastic,
it needs
no maintenance
anddepend
is fully on
recyclable.
Safe unit
and stacked
load values
the model of

Discover more in our foldable large containers brochure

04.
Marketing
propositions
and
campaigns

9347.000 - Lid
Ext. (mm)
Weight (Kg)
Version

02.
Design and
engineering
1220 x 1020 x 50
5.2
W

Lid for Magnum Optimum® range.

03.
2538.000
- Optiframe® (set of 2)
Production and
Ext. (mm)
1200 x 1000 x 105
quality
control
Weight (Kg)
2.5
Version
D
®
Packaging: 70 sets See
of Optiframe
on pallet
1200 xfor
1000.
To equip
one
our online
brochure
more
details
Magnum Optimum® with an Optiframe®, you need to order 2 x 2538.000.

www.schoellerallibert.com

T 2 skids

handholes

I Reinforced

ribbed base

V 6 skids

J Reinforced

W Solid deck

K Integrated

X Ventilated

L Solid drop

Y 4 castor

M Solid drop

Z 2 fixed and

smooth base

label holder

door on 1 side

door on 1 end

The new Magnum Optimum® is stronger, lighter, more hygienic and offers greater shipping volume.

U 3 skids

Weight (Kg)

Discover more in our intermediate bulk containers brochure

1. Optimized storage, handling and distribution
Magnum Optimum offers outstanding mechanical performance.
750 kg unit load for standard models and up to 1 tonne for
reinforced base versions. Stacking load 3200 kg or 4/1.

3. The most efficient reverse logistics solution
With the lowest folded height on the market, Magnum Optimum
stacks 8 high when folded inside a standard truck offering a 30%
space saving over any competing FLC.

2. Hygiene and operator friendliness
Smooth internal and external walls surfaces avoid water retention
and protect products and operators from damage or injury. Non
sequential folding and smooth easy to use locking devices make
Magnum Optimum efficient and easy to handle on the shop floor.

4. Versatile modular system
Unique Optiframe spacer makes Magnum Optimum the most
versatile and modular container. Increasing height from 750 up to
more than 1200 mm, according to the type and volume of contents.

deck

4420.038 - 1060 L - Combo 285
Ext. (mm)
Int. (mm)
Weight (Kg)
Folded height (mm)
Stacked height (mm)
Folding ratio
Version

88.5

Temperature
Folded height (mm) 450
Stacked
heightfor
(mm)
Schoeller Allibert products are
designed
use1115
in a wide range of
ratioand containers
60.00 %are ideal
temperatures. PolypropyleneFolding
(PP) trays
Version
B/D/I/L/V
for use between -10ºC to +50ºC (depending on loading and use).
Lid included. With bottom discharge.
High
density polyethylene (HDPE) trays and containers are ideal
for use between -20ºC to +30ºC
with models
from
4420.052
- 1060serviceable
L - Combo 285
as low as -40ºC up to +40ºC (depending on loading and use). If
1155 x 1155 x 1132
Ext. (mm)
the containers or pallets are Int.
expected
under
load
at
1065
x 1045
x 940
(mm) to perform
88.5
(Kg) then we
temperatures close to these Weight
parameters,
recommend that
450
heightyour
(mm)application.
you contact Schoeller AllibertFolded
to discuss
Stacked height (mm) 1115
60.00 %
Folding ratio
B/D/I/V
Version

Magnum Optimum® the best reusable FLC for Recycling Industry logistics
H 4 open

container, type of load, temperature and duration. All Schoeller
Allibert products have been designed to provide many years
of continuous use in a wide range of demanding industrial
®
applications.
The Life
FEA (finite
element
Combo
285
BD analysis) software developed
by our designers means that we can manufacture products that
are both lighter and stronger4420.032
than ever-before.
event
1060 LIn-the
Combo
285of any
doubt concerning the strength
or
suitability
for
your
application
Ext. (mm)
1155 x 1155 x 1132
Int. (mm)
1065 x 1045 x 940
please consult Schoeller Allibert.

Washing
Polypropylene trays and containers can be put through tray
Lid included.
bottom discharge
and tamper
evident
cap. 2 min
washers
inWith
temperatures
overplug
+100ºC
for short
periods
on average. High density polyethylene (HDPE) trays, containers,
pallets and bulk boxes can be cleaned at temperatures up to
+80ºC. Schoeller®Allibert products are compatible with most
TankGo UN Certified
washing and soda based detergents currently in use.
Chemical resistance: Schoeller
Allibert
products
are resistant
to
MRE
- 93940C1
- 500
L
most chemical agents found in industry. In the event of any doubt,
Ext. (mm)
1160 x 1160 x 895
please consult Schoeller Allibert.
Weight (Kg)
64/74

Lid included. With bottom discharge.

Liners and accessories
Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
high-quality food grade containers, thanks to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling
process (in 4 production
Fillingsites).
bridge
Bisphenol A-free
material valve available

The accredited process, which covers the recycling of food-grade
HDPE and PP crates into new containers for food contact, has been
developed in order to help food processing companies and retailers
to meet increasing stringent sustainability targets. No pollution,
no waste. We take care of all the necessary steps, creating a 100%
MTE - 90990AM - 1000 L
sustainable packaging cycle.
Ext. (mm)
Weight (Kg)

1160 x 1160 x 1355
93/103
Maximum density (Kg/L) 1.9
Stacked unladen 2/1
Max. laden weight (Kg) 2163
Version
UN, ADR, RID, IMDG
certified

Maximum density (Kg/L) 1.9
Stacked during transport 1/1
Stacked unladen 3/1
Max. laden weight (Kg) 1024
Version
UN, ADR, RID, IMDG
certified

Do you want to know more ?
Please visit our website www.schoellerallibert.com

MSE - 93900C1 - 800 L
Ext. (mm)
Weight (Kg)

1160 x 1160 x 1155
83/93
Maximum density (Kg/L) 1.9
Stacked unladen 2/1
Max. laden weight (Kg) 1601
Version
UN, ADR, RID, IMDG
certified

1155 x 1155 x 1132
1065 x 1045 x 940
88.5
450
1115
60.00 %
B/D/I/L/U

Common features
Loading cover:
Emptying valves:
Vents:
Optional:
Optional:
Optional:
Bottle colour:
Pallet colour:

Threaded DN150 EPDM or Viton sealing gasket
Ball valves in PPFV, PE-PVDF and other materials, DN50
2 positions in accordance with legislation
Structural foam pallet base
Automatic anti-depression venting
Customisation logos, texts
Black / White
Black / Red / Green / Blue / Yellow / Grey

www.schoellerallibert.com

wheels

2 castor wheels
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Foldable Large Containers
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Intermediate Bulk Containers

7

Attached
Container
InnovatingLid
your
logisticstop benefits Our 360° approach
1. Safe and secure transport thanks to security seals and lids allowing strapping
for a better world

Versions

2. Bumpers on ends to avoid piling up on conveyors
A Solid base

B Solid base with
drainage holes

C Ventilated base

D Solid walls

3. Integrated label holder on end and stripped zones for self adhesive labels
As the European market leader of reusable industrial plastic packaging
4.
Nestingour
up daily
to 70%
for maximum
space saving
solutions,
objective
is our customers’
satisfaction. Our teams
NB:
Kaiman
and
Integra
are
not
compatible
all over Europe are focusing not only on standard reusable packaging
but striving to foresee the trends of our main markets; inventing new
®
Integra
solutions
to future needs in packaging. Enhancing efficiency of global
supply chains with our 10 product groups offer, our innovation teams
400
x 300
are fully dedicated to design and develop smarter, lighter, faster and
04.
Marketing
stronger solutions, this is why we say “we are innovating your logistics
1325.850 - 21 L - Integra®
propositions
for a better world” .

N Solid sliding

door on sides

O Ventilated

door on sides

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

P Ventilated

door on ends

Q 4 feet

400 x 300 x 250
352 x 258 x 238
1.6
253
51.00 %
A/D

600 x 400
1310.851 - 46 L - Integra®
E Ventilated walls

F Ventilated sides
+ solid ends

R 6 feet

T 2 skids

H 4 open

U 3 skids

handholes

handholes

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

S 9 feet

G 2 open

600 x 400 x 250
546 x 366 x 238
3.1
253
51.00 %
A/D

01.
Logistic cost
saving analysis

02.
Design and
1325.851 - 25 L - Integra® engineering
Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
03.
Version
Production and
quality control

400 x 300 x 300
352 x 258 x 288
1.7
303
59.00 %
A/D

64more
L - Integra
See our online1329.850
brochure-for
details
Ext. (mm)
600 x 396 x 365
www.schoellerallibert.com
®

Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

548 x 365 x 338
3.65
353
65.00 %
A/D

1330.850 - 72 L - Integra®

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

600 x 400 x 300
548 x 365 x 288
3.4
303
59.00 %
A/D

602 x 397 x 416
548 x 365 x 388
3.81
403
70.00 %
A/D

A193623000

1325.835
Seal for Integra .
2 seals per box.
Supplied in bags of 100 units.

ribbed base

and
campaigns

600 x 400

1311.851 - 55 L - Integra®

®

I Reinforced

05.
EFSA Approved
Recycling

Kaiman®
Instructions
for use

Clear cover label holder for Integra® range.
Supplied in bags of 1000 units.

V 6 skids

smooth base

W Solid deck

K Integrated

X Ventilated

L Solid drop

Y 4 castor

M Solid drop

Z 2 fixed and

label holder

door on 1 side

door on 1 end

Ext. (mm)
600 x 400 x 264
Int. (mm)
530 x 353 x 240
Loading
Weight (Kg)
3.05
Safe unit and stacked load values
depend
model of
Stacked
heighton the253
Nesting ratio
59.00
container, type of load, temperature
and duration.
All %
Schoeller
Version
A/D/K

Version

1311851311-004 - 55 L - Integra®

Washing
UN certification Number
Polypropylene trays and containers
can be put through tray
4H2/Y20/**/D/BAM/12700/SAS
washers in temperatures over
+100ºC
periods
Ext.
(mm) for short 600
x 4002 xmin
300
Int. (mm) (HDPE) trays,
548 xcontainers,
365 x 288
on average. High density polyethylene
(Kg)at temperatures
3.4
pallets and bulk boxes can beWeight
cleaned
up to
Nesting ratio
59.00 %
+80ºC. Schoeller Allibert products
are
compatible
with
most
Version
A/D
washing and soda based detergents currently in use.
With strap.
Chemical resistance: Schoeller Allibert products are resistant to
most chemical agents found in industry. In the event of any doubt,
please consult Schoeller Allibert.

Please visit our website www.schoellerallibert.com

3.25
354
70.00 %
A/D/K

9114.004 - 70 L - Kaiman®
Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

600 x 400 x 400
503 x 343 x 375
3.7
388
73.00 %
A/D/K

A199580020 - Seal for Kaiman®
One way tamper evident seal
for Kaiman® range.
2 seals per box.
Supplied in bags of 1000 units.

Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
9114.0L4
- 70 to
L -Schoeller
Kaiman®
high-quality food grade containers,
thanks
UN certification
Number
Allibert’s European Food Safety
Authority (EFSA)
accredited
4H2/X28/S/--*/F/BVT1091120/Schoeller
Allibert
recycling process (in 4 production
sites).
and

4H2/X30/S/--*/F/BVT1091120/Schoeller
Allibert
The accredited process, which
covers the recycling of food-grade
HDPE and PP crates into newExt.
containers
for food
contact,
600
x 400 xhas
400been
(mm)
developed in order to help food
processing companies
and
retailers
503 x 343
x 375
Int. (mm)
3.7
Weight
(Kg)
to meet increasing stringent sustainability targets. No pollution,
73.00 %
Nesting ratio
no waste. We take care of all the necessary steps, creating a 100%
A/D
Version
With
strap.
sustainable
packaging cycle.

Customer story
Initial situation:
Our customer belongs to waste management world leader.
Solid hazardous waste collection requires a small Container with lid ensuring
safety and full compliance with UN requirements.
Our solution:
9114.0L4 ALC with strapped lid 4H2/X30 and 4H2V/X28 UN certified.

9107.004 - 22 L - Kaiman®

9108.004 - 25 L - Kaiman®

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Nesting ratio
Version

400 x 300 x 264
334 x 254 x 239
1.76
252
59.00 %
A/D/K

400 x 300 x 306
329 x 250 x 282
1.95
295
65.00 %
A/D/K

Main benefits:
• Reusable packaging solution for hazardous waste in small volumes
(from labs, universities, industries…)
• Also used in public dangerous waste collection sites.
• 100% environment safe and compliant with latest norms.
• 70% space saving for outbound logistics.
• Reduced carbon footprint and significant saving on fuel.

www.schoellerallibert.com

wheels

2 castor wheels

Weight (Kg)
Stacked height
Nesting ratio
Version

A/D/K

Temperature
Schoeller Allibert products are designed for use in a wide range of
temperatures. Polypropylene (PP) trays and containers are ideal
for use between -10ºC to +50ºC (depending on loading and use).
High density polyethylene (HDPE) trays and containers are ideal
for use between -20ºC to +30ºC with models serviceable from
as low as -40ºC up to +40ºC (depending on loading and use). If
the containers or pallets are expected to perform under load at
UN certified
ALCparameters, then we recommend that
temperatures
close to these
you contact Schoeller Allibert to discuss your application.

400 x 300

deck

®

Allibert products have been designed to provide many years
of continuous use in a wide range of demanding industrial
- 54 L software
- Kaiman®developed
applications. The FEA (finite 8583.004
element analysis)
600products
x 400 x 306
by our designers means thatExt.
we (mm)
can manufacture
that
Int. (mm)
515 x 346 x 282
are both lighter and stronger than ever before. In the event of any
Weight (Kg)
2.99
doubt concerning the strength
or suitability
your application
Stacked
height for 295
Nesting ratio
65.00 %
please consult Schoeller Allibert.

Do you want to know more ?
Kaiman®

J Reinforced

To ensure that you get the best use of your Schoeller Allibert
products, we recommend that you read the following ®use
9109.004 - 48 L - Kaiman
and care advice.

EFSA approval granted to
Schoeller Allibert for
innovative recycling
8584.004 - 65 L - Kaiman
Ext. (mm)
600 x 400 x 367
process
Int. (mm)
508 x 346 x 341

For more information, please visit
our website www.schoellerallibert.com
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Stack/Nest Containers
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Stack/Nest Containers
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Stackable
| EasyStack® Our 360° approach
InnovatingContainers
your logistics
Stackable containers are suitable for a variety of industries and offer efficient
for a storage
better
world
handling,
and transport.
Thanks to many different footprints, heights

Versions

05.

A Solid base

B Solid base with
drainage holes

C Ventilated base

D Solid walls

E Ventilated walls

F Ventilated sides
+ solid ends

G 2 open

handholes

Spill
Instructions
Control for
Pallets
use
01.

and variants in bases and walls they meet all kind of industry needs. Small,
EFSA Approved
Logistic cost
versatile and easy to handle, they are the perfect solution
Recycling
saving analysis
As the European market leader of reusable industrial plastic packaging
for automated handling systems.
solutions, our daily objective is our customers’ satisfaction. Our teams
Discover more in our stackable containers brochure
all over Europe are focusing not only on standard reusable packaging
but striving to foresee the trends of our main markets; inventing new
Euro
Stacking
solutions
to future
needs in Containers
packaging. Enhancing efficiency of global
supply chains with our 10 product groups offer, our innovation teams
9353.000
- 54
L
are fully dedicated to design 8679.004
and develop
smarter,
lighter, faster and
04.
02.
Marketing
stronger solutions, this is whyExt.
we (mm)
say “we are innovating
your
logistics
600 x 400
x 280
Ext. (mm)
600 x 400Design
x 30 and
propositions
engineering
Int. (mm)
555 x 355 x 265
Weight (Kg)
0.88
for a better world” .

N Solid sliding

door on sides

O Ventilated

door on sides

Weight (Kg)
Stacked height
Version

P Ventilated

door on ends

Q 4 feet

9237.000 - 45 L

R 6 feet

Ext. (mm)
Int. (mm)
Weight (Kg)
Stacked height
Version

UN Pails |

S 9 feet

2.51
268
A/D

600 x 400 x 235
555 x 355 x 220
2.04
225
A/D

and
campaigns
Supplied in boxes of 15 units.

Version

W

9354.000
Ext. (mm)
03.
Weight (Kg)
Production
and
Version
quality
control

613 x 411 x 39
0.87
W

Snap shut lid. Supplied in boxes of 14 units.

See our online brochure for more details
www.schoellerallibert.com

R

The comprehensive range of ROPAC® pails is UN certified for
hazardous solids and liquid goods, for all types of transport
modes. Producers of high value contents from the food,
pharmaceutical and vitamin industries rely on Ropac®.

T 2 skids

Discover more in our pails website

H 4 open

handholes

I Reinforced

ribbed base

UN Solid range

U 3 skids

V 6 skids

Lid 7542.031 UN certification.

J Reinforced

smooth base

L Solid drop

Y 4 castor

M Solid drop

Z 2 fixed and

door on 1 end

Definition
UN certification
Ext Ø top (mm)
Ext Ø bottom (mm)
Ext. height (mm)
Weight (gr)

Definition
UN certification
Ext Ø top (mm)
Ext Ø bottom (mm)
Ext. height (mm)
Weight (gr)

MP 20LH
1H2/Y27/S
321
280
355
1098

Lid 7551.030 UN certification.

MP 32LH
1H2/Y36/S
379
306
405
1400

UN Liquid range
X Ventilated

door on 1 side

Pail 7526.006 - 32 L

•
Space saving in storage: Nested up to 44% when empty.
Loading
Safe
unit
stacked
load
values depend on the model of
•
Easy
to and
clean:
Smooth
structure.
container, type of load, temperature and duration. All Schoeller
Allibert products have been designed to provide many years
of continuous use in a wide range of demanding industrial
- 17 L software developed
applications. The FEA (finite 9411.000
element analysis)
by our designers means thatExt.
we (mm)
can manufacture
that
800products
x 600 x 225
(Kg) before. In
8.0the event of any
are both lighter and strongerWeight
than ever
Dynamic load (Kg) 600
doubt concerning the strength or suitability for your application
Grid in the form of cells, with 10 mm high edge. Colours : Green, light blue.
please consult Schoeller Allibert.

9410.000 - 35 L
Temperature
Ext.designed
(mm) for use1200
x 800 range
x 225 of
Schoeller Allibert products are
in a wide
(Kg)and containers
16.0
temperatures. PolypropyleneWeight
(PP) trays
are ideal
Dynamic load (Kg) 700
for use between -10ºC to +50ºC (depending on loading and use).
Grid in the form of cells, with 10 mm high edge. Colours : Green, light blue.
High density polyethylene (HDPE) trays and containers are ideal
for use between -20ºC to +30ºC with models serviceable from
as low as -40ºC up to +40ºC (depending on loading and use). If
Discoverare
our full
range of to
spillperform
control under load at
the containers or pallets
expected
pallets
in
our
special
catalog.
temperatures close to these parameters, then we recommend that
you contact Schoeller Allibert to discuss your application.

• Easy to clean: Detachable grid.
• Saving: Owing to their cost, easy maintenance, and easy handling
(lightness and minimal size)

9305.004 - 70 L
Ext. (mm)
860 x 660 x 230
Weight (Kg)
8.3
Dynamic load (Kg) 500
Colours : Green, grey grille.

9304.004 - 150 L
Ext. (mm)
1250 x 850 x 230
Weight (Kg)
16.0
Dynamic load (Kg) 500
Colours : Green, brown or black grille.

Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
high-quality food grade containers, thanks to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling process (in 4 production sites).

Washing
Polypropylene trays and containers can be put through tray
washers in temperatures over +100ºC for short periods 2 min
Thenot
accredited
process, which covers the recycling of food-grade
•
for High
personnel:
In polyethylene
the event of accidental
spillage,
the operator does
come into
onSafety
average.
density
(HDPE) trays,
containers,
contact
with
the
product.
HDPE and PP crates into new containers for food contact, has been
pallets and bulk boxes can be cleaned at temperatures up to
developed in order to help food processing companies and retailers
•
Safe
handling:
Mechanical
securing
for
drums
(for
the
2
and
4-drum
models).
+80ºC. Schoeller Allibert products are compatible with most
to meet increasing stringent sustainability targets. No pollution,
•
Easy toand
clean
washing
soda based detergents currently in use.
no waste. We take care of all the necessary
Hygienesteps, creating a 100%
Chemical resistance: Schoeller Allibert products are resistant to
sustainable packaging cycle.
Flat panels for easy access and cleaning.
most chemical agents found in industry. In the event of any doubt,
Drainage
please consult Schoeller Allibert.
Opening with a diameter of 60 to
house a suction pipe.

Do you want to know more ?
Please visit our website www.schoellerallibert.com

W Solid deck

K Integrated

label holder

Pail 7520.006 - 20 L

To ensure that you®get the best use of your Schoeller Allibert
Retenpal
products, we recommend that you read the following use
and
careclean
advice.
•
Totally
transport: Numerous anti-wave cells.

EFSA approval granted to
Schoeller Allibert
for
Retenpack®
innovative
recycling
• Versatile: Suitable for storing drums, decanters and small
containers.
process

deck

Pail 7566.006 - 20 L

Definition
UN certification
Ext Ø top (mm)
Ext Ø bottom (mm)
Ext. height (mm)
Weight (gr)

Definition
UN certification
Ext Ø top (mm)
Ext Ø bottom (mm)
Ext. height (mm)
Weight (gr)

Lid 7584.010 UN certification 1H2/Z2.4/100.

wheels

2 castor wheels

Pail 7564.006 - 10 L

10

Stackable Containers and UN Pails

LIQ 10 L
1H2/Y1.6/100
289
246
282
930

Lid 7584.010 UN certification.

LIQ 20 L
1H2/Y1.6/100
289
244
460
1262

www.schoellerallibert.com | webshop.schoellerallibert.com

Safety in storage
and transport
Mechanical securing of drums.

Hygiene

Easy handling

Adaptability

Cleaning with high-pressure water
system.

Easy entry from all 4 sides for pallet
jacks or forklift trucks.

Four 200-litre drums and all types of
containers: drums, gas bottles, jerrycans, etc.

www.schoellerallibert.com

www.schoellerallibert.com | webshop.schoellerallibert.com

Spill Control Pallets
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Leading
in innovation
Innovating
your logistics
Schoeller
creates
innovative plastic packaging systems
for a Allibert
better
world

Versions

for a better world.
A Solid base

B Solid base with
drainage holes

C Ventilated base

D Solid walls

N Solid sliding

As the European
market leader of reusable industrial plastic packaging
Continuous
innovation
solutions, our daily objective is our customers’ satisfaction. Our teams
Continuous
innovation
is at not
the only
heartonofstandard
our business.
We packaging
see it as
all over Europe
are focusing
reusable
our
task
to
ensure
our
clients
are
prepared
for
future
challenges.
but striving to foresee the trends of our main markets; inventing new
In
today’stocompetitive
markets,
advantages
resulting
from smart
solutions
future needs
in packaging.
Enhancing
efficiency
of global
design
will
rapidly
translate
into
improved
performance
and
supply chains with our 10 product groups offer, our innovation teams
considerable
benefits.
are fully dedicated
to design and develop smarter, lighter, faster and
stronger solutions, this is why we say “we are innovating your logistics
Smart design makes the difference
for a better world” .
Foldable containers that are stronger but weigh less will result
in less fuel consumption during transport. Containers with 10%
more transport volume and 30% less return volume when folded
can make the difference in highly competitive markets like the
automotive industry or agriculture.

door on sides

O Ventilated

door on sides

P Ventilated

door on ends

Q 4 feet

05.
EFSA Approved
Recycling

R 6 feet

F Ventilated sides

S 9 feet

G 2 open

T 2 skids

+ solid ends

handholes

H 4 open

U 3 skids

I Reinforced

V 6 skids

handholes

ribbed base

Many of the major innovations in plastic packaging systems
were developed by Schoeller Allibert. We invented products like
foldable large containers, such as the Magnum Optimum®, and
bottle crates with in-mould labels. In addition, we invented and
optimized production techniques like injection moulding and mirror
welding, each time resulting in lighter, stronger and cleaner crates
and containers. We take care of all the necessary steps, creating a
sustainable packaging cycle.

To ensure that you get the best use of your Schoeller Allibert
products, we recommend that you read the following use
and care advice.

01.
Logistic cost
saving analysis

04.
Marketing
propositions
and
campaigns

Major innovations in returnable packaging

E Ventilated walls

Instructions for use

Our 360° approach

02.
Design and
engineering

03.
Production and
quality control

See our online brochure for more details
www.schoellerallibert.com

Loading
Safe unit and stacked load values depend on the model of
container, type of load, temperature and duration. All Schoeller
Allibert products have been designed to provide many years
of continuous use in a wide range of demanding industrial
applications. The FEA (finite element analysis) software developed
by our designers means that we can manufacture products that
are both lighter and stronger than ever before. In the event of any
doubt concerning the strength or suitability for your application
please consult Schoeller Allibert.
Temperature
Schoeller Allibert products are designed for use in a wide range of
temperatures. Polypropylene (PP) trays and containers are ideal
for use between -10ºC to +50ºC (depending on loading and use).
High density polyethylene (HDPE) trays and containers are ideal
for use between -20ºC to +30ºC with models serviceable from
as low as -40ºC up to +40ºC (depending on loading and use). If
the containers or pallets are expected to perform under load at
temperatures close to these parameters, then we recommend that
you contact Schoeller Allibert to discuss your application.
Washing
Polypropylene trays and containers can be put through tray
washers in temperatures over +100ºC for short periods 2 min
on average. High density polyethylene (HDPE) trays, containers,
pallets and bulk boxes can be cleaned at temperatures up to
+80ºC. Schoeller Allibert products are compatible with most
washing and soda based detergents currently in use.
Chemical resistance: Schoeller Allibert products are resistant to
most chemical agents found in industry. In the event of any doubt,
please consult Schoeller Allibert.

Our innovation, development and quality departments
are supported by our Technology Center (Hardenberg NL)

Do you want to know more ?
Please visit our website www.schoellerallibert.com
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W Solid deck

K Integrated

X Ventilated

L Solid drop

Y 4 castor

M Solid drop

Z 2 fixed and
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label holder

door on 1 side

door on 1 end
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2 castor wheels
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EFSA approval granted to
Schoeller Allibert for
innovative recycling
process

Industrial recycling can now have their old
returnable transit packaging (RTP) recycled into new
high-quality food grade containers, thanks to Schoeller
Allibert’s European Food Safety Authority (EFSA) accredited
recycling process (in 4 production sites).
The accredited process, which covers the recycling of food-grade
HDPE and PP crates into new containers for food contact, has been
developed in order to help food processing companies and retailers
to meet increasing stringent sustainability targets. No pollution,
no waste. We take care of all the necessary steps, creating a 100%
sustainable packaging cycle.

Head Office Netherlands

Schoeller Allibert Services B.V.
Taurusavenue 35
NL-2132 LS Hoofddorp
00 31 88 0047300
Austria

Schoeller Allibert GmbH
Rudolf Diesel-Strasse 26
AT-2700 Wr. Neustadt
00 43 2622 206 56
Belgium

Schoeller Allibert bvba
Industrieweg 143,
BE – 3583 Beringen
00 32 11 39 38 38
Czech Republic

Schoeller Allibert Czech Republic s.r.o.
NA Rovince 879
CZ-720 00 Ostrava
00 420 596 790 010
Finland

Schoeller Allibert Oy
Askonkatu 9 F
FI-15100 Lahti
00 358 848 211
France

Schoeller Allibert France
176 avenue Charles de Gaulle
FR-92200 Neuilly-sur-Seine
00 33 1 41 20 09 90
Germany

Hungary

Schoeller Allibert Hungary Kft
Szabadság út 117. 2. emelet
HU-2040 Budaörs
00 36 23 332 010
Italy

Schoeller Allibert S.p.A.
Via Enzo Ferrari, 1 -Frazione
Zucche
IT-10040 Volvera (TO)
00 39 011 39 75 759
Latvia

Schoeller Allibert SIA
Ritausmas street 2
LV-1058 Riga
00 371 673 822 80
Netherlands

Schoeller Allibert B.V.
Bruchterweg 88, NL-7772 BJ Hardenberg
Postbus 176, NL-7701 AD Hardenberg
00 31 523 727 026
Poland

Schoeller Allibert Sp. z o.o.
ul. Fryderyka Wilhelma Redena 5
PL-41-808 Zabrze
00 48 32 283 13 10
Romania

Schoeller Allibert SRL
Str Turnu Magurele nr. 270 D
RO-041713 Bucharest
00 40 21 460 20 88

Russia

Schoeller Allibert ZAO
Business center LETO, office 508
Sverdlovskaya nab., 44
RU-195027 St. Petersburg
00 7 812 326 65 20

Other continents
Chile

Logipak Schoeller Allibert SPA
Hermanos carrera into 79
Colina, Santiago, Chile
0056 (2) 24815970

Slovakia

Schoeller Allibert s.r.o.
Kominárska 2,4
SK-831 04 Bratislava
00 421 2 555 65940
Spain

Schoeller Allibert, SAU
Av. Camí Reial, 8
P.I. Riera de Caldes
ES-08184 Palau-Solità i Plegamans, Barcelona
00 34 93 864 0080
Sweden

Schoeller Allibert Sweden AB
Hässelholmsvägen 10, P.O. Box 82
SE-28422 Perstorp
00 46 435 777 000
Switzerland

Schoeller Allibert Swiss Sàrl
Route de la Condemine 11
CH- 1680 Romont
00 41 266 519 210
United Kingdom & Ireland

Schoeller Allibert Limited
Road One Industrial Estate
GB-CW7 3RA Winsford
00 44 1606 561900
International

Schoeller Allibert International GmbH
Zugspitzstrasse 15
DE-82049 Pullach
00 49 89 638 66 0
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China

Schoeller Allibert China
Room 115, Unit A3, No.700 Wanrong Road,Zhabei District
CN-200072 Shanghai
00 86 21 31 33 50 80
Mexico

Schoeller Allibert International México, S.A. de C.V.
Avenida Cafetales 1702 D-205
Col. Hacienda de Coyoacán
Delegación Coyoacán
C.P. 04970
México D.F.
0049 89 638 66 0
UAE

Schoeller Allibert International Middle East LLC
Office 117 Abu Dhabi Airport Business Park
PO Box 2131
AE- Abu Dhabi, UAE
00971 2 419 2771
USA

Schoeller Allibert
4320 S. Cotton Lane Suite 200
Goodyear, AZ 85338
00 1 623 889 7970

In line with its policy of continuous development, Schoeller Allibert reserve the right to amend product specifications described in
this catalogue without prior notice. Most of products are protected by patent, registered design or copyright. Texts, characteristics,
pictures and plans are not contractual. Design and production by MAGINA – Creation 2016 | Updated V2-2018-07.

Schoeller Allibert GmbH
Vossstrasse 20
DE-10117 Berlin
00 49 30 36471 100

